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MC - Injekt 2210 flow  
Ductile-elastic, permanently sealing, moisture-reactive injection resin for concrete, 
masonry and foundation soil. 

PRODUCT PROPERTIES: ▪ Low-viscosity polyurethane-based elastomer resin. 
▪ Very good injectability. 
▪ Extra-long application time. 
▪ Strongly reactive acceleration with water – Water Boost Technology. 
▪ Expansive increase in volume with self-injection effect on contact with water. 
▪ Permanently elastic sealing. 
▪ High elasticity. 
▪ Durable water impermeability. 

  
AREAS OF APPLICATION: ▪ Ductile, flexible filler and sealant of cracks, construction joints and cavities in concrete and 

masonry under dry, water-bearing and pressurised water-bearing conditions. 
▪ Grouting of injection tubes and hoses. 
▪ Waterproofing of hydraulic structures. 
▪ Waterproofing of masonry against moisture penetration and rising damp. 
▪ Waterproofing of pipe and liner connections to manhole/shaft structures of sewerage 

infrastructure. 
▪ Sealing injection of manhole ring joints, pipe penetrations, socket joints. 

  
APPLICATION ADVICE: ▪ Preparatory measures: Prior to injection, an investigation of the structure and any leaks must 

be carried out according to the state of the art and the rules of technology and an injection 
concept must be planned. Packers must be set before injection. A trial injection is 
recommended. 

▪ Mixing the components:  

o Components A and B of MC-Injekt 2210 flow must be mixed in the specified mixing 
ratio with slowly rotating stirring paddles or similar for one-component injection. 
Only batches of the components produced at the same time may be mixed with one 
another. The mixing time is 2 minutes. 

o Mixed reaction resin must be repotted in a clean empty container or a container with 
mixed resin of the same quality has been stored. Repotting is completed once the 
resin is transferred into the reservoir of an injection pump and briefly remixed. 

o The mixed resin can be processed for a whole working day without exposure to 
water. MC-Injekt 2210 flow can be injected into fine cracks for up to 120 minutes. The 
pot life/working time depends on the the resin composition, the prevailing ambient 
temperature and the ambient humidity. 

o In the case of two-component application, the components are mixed as they pass 
through the mixing head of the injection pump (mixing distance > 20 cm inline static 
mixer). Only batches of the components produced at the same time may be mixed 
with one another. The injection is carried out with freshly mixed resin. 
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    TECHNICAL DATA: 

    All technical values are laboratory results determined at 21°C ±2°C and 50% relative humidity.    

   PRODUCT CHARACTERISTICS:  

 

Note: The information provided here is based on our experience and correct to the best of our knowledge. It is, however, not binding. It will need to be adapted to the 
requirements of the individual building projects, to the specific application and to non-standard local conditions. Our data refers to the accepted engineering rules, 
which have to be observed during application. Given these preconditions we shall be liable for the accuracy of the information given as outlined in our sales and 
delivery terms and conditions. Recommendations by our employees that deviate from this information are only binding for us if they have been confirmed in writing. 
In all cases, the generally accepted rules and practices reflecting the current state of the art must be adhered.  

Edition 06/2025. Some technical changes have been made to this print medium. Older editions are invalid and may not be used. 

▪ Injection:  

o The injection is carried out in one component with the 1-component injection pump 
MC-520 or in two components with the 2-component injection pump MC-I 710. 

o MC-Bore Packers DS 14 (high pressure packers) are recommended for the injection. 
Each packer is injected twice in succession (main injection + post-injection). The re-
injection must take place within the reaction time. Since MC-Injekt 2210 flow reacts 
more quickly in contact with water, the post-injection must be adapted to the 
component moisture. In principle, post-injection is recommended for dry 
components at the end of the first hour after the initial injection of each packer and 
for damp and wet components after approx. 10 minutes.  

o Application work should cease once component/substrate temperatures fall below 
5°C. 

o Ensure compliance with the information given in the specifications and the Safety 
Data Sheets for MC-Injekt 2210 flow. 

▪ Equipment cleaning: Within the working time, all solvent-resistant equipment can be cleaned 
with MC-Cleaner eco or thinner product MC-Verdünnung PU. Material that has reacted or set 
will need to be removed mechanically. 

Characteristics Unit Value Comments 

Mixing ratio parts by volume 2 : 1 Component A : Component B 

Density Kg/dm³ 

 
approx. 0.978 
approx. 1.064 
approx. 0.946 

EN ISO 2811-1 
mixture 
component A 
component B 

Viscosity mPa·s 

 
approx. 158 
approx. 275 
approx. 49 

EN ISO 3219 
mixture 
component A 
component B 

Working time minutes approx. 60 EN 1504-5 

Application conditions °C 5 - 40 component and subsoil temperature 

Color Light brown 

Cleaning Agent MC-Cleaner eco, MC-Verdünnung PU. 

Delivery form 
Box of 6 x 1 l packs. 
Canister for component A and B, each with 5, 10 and 20 l content. 

Shelf-life and Storage 
Can be stored in original sealed packages at temperatures between 5°C and 25°C in dry conditions 
for at least 18 months. 

Packaging disposal Make sure single-use containers are completely empty. 

mailto:info@mcbifi-bauchemie.vn
http://www.mcbifi-bauchemie.com/

